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ELECTROTEST

GENERAL OBSERVATIONS

A. Sample Ltd
Sample House
Sample Street
Sample Town
SAl 1SA

We must bring to your attention that the electrical installation has been found to
be UNSATISFACTORY.

Please refer to the Departures/Comments sheets at the rear of this document

Kraig Parish
Qualifying Manager

NICEIC CODES FOR TYPE OF WIRING

MINERAL INSULATED CABLES
OTHER (As Stated)

A PVC/PVC

B PVC CABLES IN METALLIC CONDUIT

C PVC CABLES IN NON-METALLIC CONDUIT
D PVC CABLES IN METALLIC TRUNKING

E PVC CABLES IN NON METALLIC TRUNKING
F PVC/SWA CABLES

G XLPE/SWA CABLES
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F. OBSERVATIONS AND RECOMMENDATIONS FOR ACTIONS TO BE TAKEN (CONTINUED)

Customer Name / Site : A. Sample Ltd Date:01/01/200?

Engineer : E. Lectrician

Job No: 12345

Customer Code : SAMO001
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Circuit Fail [ Photograph
DB Number No. |Location Fault Description Action Required Code| Number
Home team, changing room [2x pins missing from shower, nothing
DB59787 2 shower holding shower front on. Fit pins. 1
Socket can be used to supply equipment
outdoors - No 30mA RCD protection Install RCD protection/upgrade
DB59788 2 Pavilion sockets afforded. distribution board. 1 2
Diffuser missing from fitting, access
DB59788 4 Cricket store, light fitting possible to live parts. Replace fitting. 1 3
Distribution boards are old style Wylex with
DB59788 Gents WC, distribution BS3036 fuses. No RCD protection afforded |Recommend upgrade of distribution
DB59787 / board to sockets, general poor condition. boards. 1 1
Supplementary Shower room within No supplementary bonding within shower
bonding / changing rooms rooms. Install supplementary earth bonding. 1
Gents WC, distribution
DB59787 6 board Fuse carrier has blown within carrier. Replace fuse for new. 2
Gents WC, distribution Upgrade earthing conductor/ upgrade
DB59787 / board Main earthing conductor is undersized. distribution board. 2

Fail Codes : 1=FAIL. Requires urgent attention 2=Requires improvement 3=Requires further investigation 4=Does not comply with BS 7671:2001 (as amended)



F. OBSERVATIONS AND RECOMMENDATIONS FOR ACTIONS TO BE TAKEN (CONTINUED)

Customer Name / Site : A. Sample Ltd Date:01/01/2007?

Page 10

Fail Codes : 1=FAIL. Requires urgent attention 2=Requires improvement 3=Requires further investigation 4=Does not comply with BS 7671:2001 (as amended)

Engineer : E. Lectrician Job No: 12345 Customer Code : SAM001
Circuit Fail [ Photograph
DB Number No. |Location Fault Description Action Required Code| Number
Cricket pavilion, light No phase identification on black switch
DB59788 4 switches cables within switches. Fit phase identification. 2 4
Gents WC, distribution
DB59788 / board Distribution board not securely fixed to wall. |Re-fix distribution board to wall. 2
Gents WC, distribution Front cover to distribution board is
DB59788 / board damaged. Upgrade distribution board. 2
Main water bond is in 6.0mm? and is taken
Main water to local water pipe by distribution board. Upgrade main equipotential water bond
bond / Cricket pavilion Water stop tap is located in Cricket store.  [to 10.0mm? and run to main stop tap. 4
Unable to read Zs from light fitting as
security tool required for access. Zs taken
DB59788 3 Pavilion sockets from time clock. General testing note. Note
REPORT ENDS
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